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Features
300m operating depth

12kg payload

Compatible with a variety of skids
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Sub-Atlantic Moiave
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Vehicle Weights/Dimensions/Depth

Vehicle Control/Navigation

Automatic Control

Heading

Weight in air 85kg
Dimensions LxWxH 100 x 60 x 50cm
Depth Rating 300m
Payload 12kg

Vehicle Power/Performance

Horizontal

Vertical

4 x 144mm vectored thrusters

1x 144mm thruster

Bollard Pull (Nominal)

Forward
Lateral

Vertical

53Kgf
53Kgf
26Kgf

Vehicle Cameras/Lighting

Camera

Lighting

Standard Definition Colour (SD)
Standard Definition B&W (SD)
1080P (HD) and 4K UHD (Optional)
Two 50W dimmable LED lights
3200 total lumens

TWO REAR TRANSPONDER
MOUNTING LOCATIONS

Depth
Altitude (Optional)

Heading and altitude Gyro
sensors Flux gate compass
Depth sensor High-resolution digiquartz

Sonar Tritech Super Seaking

Vehicle Power/Data Interfaces
Data links RS485,RS232
+5VDC/ +12VDC / +24VDC

Power

Optional Equipment

- Five function Hydrolek Mini Gauntlet Manipulator
- Cathodic Protection Probe

- USBL Acoustic Transponders

- Various imaging and scanning sonars

Altimeter

Bespoke tooling/navigation skids

RECOVERY HOOP

SINGLE SPE-75
VERTICAL THRUSTER

MOUNTING PLATES
FOR LEAD BALLAST

POLYURETHANE COATED
SYNTACTIC FOAM BUOYANCY BLOCK

MANUAL HANDLING
HANDLES
LED LIGHTS
SIT CAMERA COMPATABLE
TILT UNIT
600
574

500

ELECTRONICS IMPACT CORROSION .
POD RESISTANT POLYETHYLENE FOUR OF SPE-75 IN 45° VECTORED
FRAME THRUST LAYOUT
Rovco Limited WWW.rovco.com

RBS Building
Trinity Quay
Bristol

BS2 OPT

info@rovco.com
+44(0) 117 2300001
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